
Package Content

    1.Combo CardBus x 1      

    2.User's Manual x 1 

    3.CD Driver x 1

    4.S  x 1 (Option)

Product Features

    1. USB specification revision 1.1 compliant

    2. USB Printer Class Specification 1.0 compliant

    3. USB full speed (12Mbps) with bus powered

    4. True Bi-directional parallel communication

System Requirements

    1. 

    2. CD-ROM / DVD-ROM drive installed.

    3. Windows 98SE / ME /  2000 / XP and MAC 10.x or later.

Specification

    1. A

    2. 

                          

    3. Power:      

    4.

                  

    5. 

   

 

witching Power Adapter

Pentium II or equivalent PC computer with one available Type II 

        CardBus PCMCIA Card slot 

pproval: FCC , CE

Port type: Two USB 2.0 ports

Two 1394A (FireWire) ports (one 6-pin and one 4-pin) 

Optional switching power adapter provides sufficient bus power for

                           USB 2.0/1.1 devices operation.

Combo CardBus design supports various kinds of USB 2.0/1.1 and IEEE1394A 

       (FireWire) device connections. 

Hot-swapping feature allows you to connect or detach devices without turning off 

        system.

    6. Works with various types of USB 2.0/1.1 & IEEE1394A(FireWire) devices including

        hard drives, DV, scanners, removable drives, CD/DVD-RW drives, digital cameras, 

        Card reader/writers, printers...etc.  

    7. USB 2.0 interface:

            Compliant with USB specifications Rev. 2.0 and 1.1.

            Adds two USB 2.0 ports which support simultaneous operation of up to 128 

            USB 2.0/1.1 devices.

            Supports data transfer rates of 1.5, 12 and 480Mbps.

     8. IEEE1394A (FireWire) interface:

            Compliant with IEEE 1394-1995, P1394a-2000 and OHCI 1.1 standards.

            Two 1394a (FireWire) ports support simultaneous operation for up to 63 devices.

            Supports data transfer rates of 100, 200 and 400Mbps.
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